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ARTICLE V 
 

REQUIREMENTS FOR OFF-STREET PARKING, LOADING, AND  
DRIVE-IN AND DRIVE THROUGH STACKING DISTANCES 

 
SECTION 1 -- OFF-STREET PARKING REQUIREMENTS 
 
A. Parking Required for All Structures – For all buildings or structures hereafter 

erected, constructed, reconstructed, moved or altered, off-street parking in the 
form of garages or areas made available exclusively for parking shall be provided.  
Thus, parking spaces shall be located entirely on the same property as the main 
use, with no portion other than the necessary drives extending into any street or 
other public way.   

 
B. Site Plan Required – No parking lot or loading area shall be constructed without 

the review and approval of a site plan by the Planning Commission.  Failure to 
obtain approval of a site plan from the Planning Commission may result in the 
issuance of a Stop Work Order until such time as approval can be secured from 
the Planning Commission.  Landscaping, lighting, screening and buffering 
measures associated with parking lots and loading areas shall be reviewed and 
approved by the Design Review Commission.  

 
C. Landscaping Required – Buildings and parking areas in existence on the 

effective date of this Ordinance shall be considered legally nonconforming.  Any 
new construction or more than twenty-five percent (25%) expansion or renovation 
of an existing building or parking area shall be required to meet the requirements 
of this Article. 

 
D. Improvement of Parking Areas – All parking areas and drives shall be ready for 

use upon occupancy of a building and shall be surfaced with a permanent, 
bituminous or concrete paving meeting the standards of the City prior to issuance 
of a Certificate of Completion with the exception of horticultural plant nurseries.  
All parking lots and drives, except those serving single-family detached 
dwellings, shall have curbs and drainage facilities approved by the City Engineer.  
Approach aprons and curbs shall be concrete in accordance with the standards of 
the City. 

 
E. Access to Parking Areas – Ingress and egress to all multi-family residential or 

commercial parking areas shall not exceed thirty-five (35) feet in width, or be less 
than twenty-five (25) feet for two-way approaches.  Industrial driveway 
approaches shall not exceed forty (40) feet in width unless otherwise authorized 
by the City Engineer. 
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F. Dimensions and Design of Parking Areas –  
 

1. The standard-size parking stall should be at least nine (9) feet wide and 
eighteen (18) feet long.  Refer to Figures V-1 throughV-3 below. 

 
Table V-1 

Standard-Size Car Requirements (AASHTO) 
 

 
Degree of 

Angle 

 
Stall Width 

A 

 
Curb Length 

B 

 
Stall Depth 

C 

 
Stall Length 

D 

Aisle Width 
1-Way/2-Way 

E 

 
Island Width 

F 
0 8.5’ 23’ --- --- 13’/24’ --- 
45 9’ 12.7’ 19.8’ 19’ 13’/13’ 33.2’ 
60 9’ 10.4’ 21’ 19’ 18’/18’ 37.4’ 
90 9’ 9’ 18’ 18’ 24’/24’ 36’ 

 
 
2. If parking stalls for compact cars are allowed the stall dimensions should be at 

least seven (7) feet six (6) inches wide and sixteen (16) feet long.  Refer to 
Figures V-1 through V-3 below. 

 
Table V-2 

Standard Compact Car Requirements (AASHTO) 
 

 
Degree of 

Angle 

 
Stall Width 

A 

 
Curb Length 

B 

 
Stall Depth 

C 

 
Stall Length 

D 

Aisle Width 
1-Way/2-Way 

E 

 
Island Width 

F 
0 7.5’ 16’ --- --- 13’/24’ --- 
45 8’ 11.3’ 17’ 16’ 13’/13’ 28.3’ 
60 8’ 9.2’ 17.8’ 16’ 18’/18’ 31.7’ 
90 8’ 8’ 16’ 16’ 24’/24’ 32’ 
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3. Curbing or bumper stops shall be provided to prevent any vehicle from 
damaging or encroaching upon any required wall, berm, landscape area, upon 
any building adjacent to the parking lot, or upon any adjacent property.  
Guardrails shall be prohibited.   

 
4. Parking areas and associated driveways shall be constructed with permanent, 

integrally attached, continuous concrete curbing of at least six (6) inches high 
and six (6) inches deep.  All concrete curbing shall be at least three (3) feet 
from any wall, fence, property line, walkway, or structure where parking 
and/or driveways or aisles are located thereto.  

 
5. Parallel parking spaces shall be 20 feet in length with a six (6) foot 

maneuvering space for each two parking spaces. 
 

6. Minimum parking dimensions for other configurations shall be determined by 
the City Engineer. 
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7. Large parking lots containing more than 100 parking spaces shall be divided 

into smaller parking fields of fifty (50) to seventy-five (75) cars with 
landscape strips, peninsulas, or grade separations to reduce the visual impact 
of large expanses of paving, to direct vehicular traffic through the parking lot, 
and to provide a location for pedestrian walks. 

 
8. No more than sixty (60) percent of the off-street parking area for the entire 

property shall be located between the front façade within the front yard of the 
principal building(s) containing more than 50,000 square feet of gross leasable 
floor area and the primary abutting public street right-of-way unless the 
principal building(s) and/or parking lots are screened from view by outparcel 
development and additional tree plantings and/or berms and screening 
measures are utilized as approved by the Design Review Commission. 

 
9. Landscape aisles should be placed on both sides of entrance drives to create 

aesthetically pleasing tree-lined entrances, to direct vehicles into and out of 
the site, and provide adequate space for vehicular stacking at exits onto 
perimeter roadways. 

 
10. No bay of parking spaces may extend more than ten (10) parking spaces 

without a landscape island a minimum dimension of ten (10) feet in width and 
eighteen (18) feet in length providing a minimum landscape area of 180 
square feet.  Islands shall be protected by curbs and shall have either one (1) 
deciduous shade tree or two (2) ornamental trees with the remaining area in 
durable evergreen shrubs, groundcover, grasses, and seasonal color.  All 
landscape islands shall be fully irrigated and shall be mulched. 

 
Figure V-4 
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11. Parking lots shall be designed to separate pedestrians from vehicles and 
include protected pedestrian walkways within parking areas, which lead to 
store entrances, except for those sites with unique conditions or terrain. 

 
12. All parking lots shall have clearly limited and defined access from roadways 

and said access shall not be less than 24 feet in width at the right-of-way line. 
 

13. The City may require the posting of traffic control signs as it deems necessary 
to promote vehicular and pedestrian safety.  All signage shall be installed in 
accordance with the Manual for Uniform Traffic Control Devices, latest 
edition. 

 
14. Landscape strips between parallel parking rows shall be a minimum of ten 

(10) feet in width.  When incorporating pedestrian walkways, such strips shall 
be a minimum of twenty (20) feet in width to accommodate vehicular 
overhangs, the walk, lights, posts and other appurtenances.  Landscape aisles 
and strips shall include medium to large deciduous trees at a minimum of one 
(1) tree every 30 linear feet, in addition to other parking lot landscape 
requirements. 

 
15. Any part of a parking area not utilized by automobiles or pedestrian walkways 

shall be landscaped with grass, shrubbery, trees, and may include other 
organic materials such as water and aggregate. 

 
Figure V-5 
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16. Decorative paving materials and pedestrian amenities, such as pedestrian-
scale lighting, bollards, seating, bicycle racks and trash receptacles should be 
used to accent building entrances, courts, plazas and along pedestrian walks. 

 
17. Sidewalks and walkways shall be provided to connect sidewalks along 

adjacent roadways and trails in the City’s greenbelt and sidewalk system with 
buildings within a development.  Walkways shall be designed and buffered in 
a manner that encourages their use. 

 
18. Sidewalks, not less than five (5) feet in width, shall be constructed along the 

right-of-way line of all streets.  Interior sidewalks shall not be less than five 
(5) feet in width. 

 
19. Parking stalls for customer parking, employee parking, and parking spaces for 

disabled persons shall be designated on all site development plans and any 
other plans submitted for approval by the City.  In addition, businesses with 
vehicles for sale, lease, rental, display, and the like, shall designate on said 
plans the location(s) of display areas allocated for such vehicles.  Said 
vehicles and display areas shall not be located within a required 
parking/paving setback area, shall not reduce the capacity of a parking lot 
below that required by Article V, Table 3, and shall not hinder the movement 
of vehicles in drive aisles or pedestrians within the site. 

 
20. Any off-street parking facility of fifty (50) or more parking spaces may install, 

as an option, motorcycle parking spaces in lieu of other automobile parking.  
The maximum percentage of such spaces that may be counted toward the 
overall parking requirement shall be one (1) percent, with fractions being 
rounded to the nearest whole number.  Any such spaces shall be grouped in 
the parking area near the end of a parking aisle where possible.  Motorcycle 
spaces shall be identified by above grade signs, no less than seven (7) feet in 
height to the bottom of the sign as being reserved for such use.   

 
21. All parking stalls shall be striped, maintained, and specifically used for the 

related purpose as identified on the plans.  Areas designated for parking shall 
not be used for display of vehicles for sale, lease, rental, and the like. 

 
G. Pedestrian Circulation Within Non-Residential Developments 
 

1. Initial site development design should consider pedestrian circulation patterns 
in equal importance to that of the vehicle and building arrangement. 

 
2. Sidewalks and walkways shall be provided to connect sidewalks along 

adjacent roadways and trails in the City’s greenway system with buildings 
within the development.  Walkways should provide access between buildings 
and also between outparcels where frontage lots are developed. 
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3. Site design should separate pedestrians and vehicles as much as possible, with 
the number and length of pedestrian crossings through parking and paved 
areas kept to a minimum.  Where walkways pass through paved parking areas 
and drives, the following should be accomplished: 

 
a. A decorative paving material (i.e., pavers, stamped or textured 

concrete, or colored concrete) should be used to delineate the 
walkway crossing. 

b. The corners of the intersection should be flared (narrow 
driveway/street width at crossing). 

c. ADA ramps shall be used at all crossings. 
 
4. Walkways shall be design and buffered in a manner that encourages their use.  

Elements such as landscaping, street trees, street furniture, public open spaces 
and plazas create contrast to the built environment by softening the streetscape 
and making the walking experience more enjoyable and inviting.  Walkway 
design within a development should recognize the following: 

 
a. Along entrance or internal access drives, pavement setbacks should be a 

minimum of twenty (20) feet from the curb to allow adequate room for the 
sidewalk, berms and/or landscape plantings. 

b. Trees should be planted between the access drive curb and the sidewalk, 
with shrubs and berms located between the sidewalk and the parking lot 
curb.  This arrangement will separate the pedestrian from both the 
road/drive and the parking lot, as well as create a street tree canopy. 

c. Low-level pedestrian-scaled lighting (10-15 feet high poles and fixtures), 
bollards and uplighting will help bring the environment down to “human 
scale”. 

 
Figure(s) V-6 
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5. Pedestrian comfort can be enhanced by carefully considering building design, 
location, setbacks, and orientation.  Recommended building design 
considerations include clustering of buildings, covered walkways, street-level 
display windows, and avoiding monotonous blank walls. 

 
H. Parking Spaces for Disabled Persons – For those buildings where such parking 

is required, parking areas servicing each building entrance shall have the number 
of level parking spaces for person(s) with disabilities set forth in Table V-3 
below. 

 
Such parking spaces shall be in accordance with Federal Register, Volume 56, 
No. 144, 4.0., Accessible Elements and Spaces: Scope and Technical 
Requirements.  In addition, in accordance with Federal Register, Volume 56, No. 
144, all designated parking for disabled people shall be clearly marked by 
vertically mounted signs bearing the international symbol of access.  One (1) in 
every eight (8) accessible spaces, but not less than one (1), shall be served by an 
access aisle ninety-six (96) inches wide minimum, and shall be designated “Van 
Accessible.”  Parking for disabled persons shall be designated adjacent to 
entrances of a building. 

 
 

Table V-3 
Accessible Parking Space Requirements 

 
Total Parking  
Area (Spaces) 

Required Number of 
Accessible Parking Spaces 

1 to 25 1 
26 to 50 2 
51 to 75 3 
76 to 100 4 
101 to 150 5 
151 to 200 6 
201 to 300 7 
301 to 400 8 
401 to 500 9 

501 to 1,000 2 percent of total 
1,001 or more 20 plus one for each 100 over 

1,000 
 
 
 
I.  Head-in Parking – Head-in parking from any public right-of-way shall only be 

permitted in the Town Center unless otherwise authorized by the City Engineer. 
 
J. Joint Parking Facilities – Off-street parking space for separate buildings or uses 

or mixed-uses may be provided and used collectively or jointly in any zoning 
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district in which separate off-street parking facilities for each constituent use 
would be permitted, subject to the following provisions: 

 
1. A written agreement assuring the continuing joint usage of said common 

parking for the combination of uses or buildings is properly drawn and 
executed by the parties concerned, filed and made part of the application for 
approval of the site plan. 

 
2. All parking spaces located within three hundred (300) feet of the uses they are 

intended to serve as measured by the most direct pedestrian access. 
 

3. The total number of available off-street parking spaces provided collectively 
for all intended uses shall equal or exceed the number required to be provided 
if the parking spaces were considered separately for each use. 

 
4. The Planning Commission may reduce the required total number of spaces 

provided collectively by up to fifty percent (50%) upon making the 
determination that the continuing parking demands of all uses to be served do 
not overlap and do not create an off-street parking deficiency at any time. 

 
5. Parking spaces which are provided to meet requirements for churches and 

public and private schools may be collectively used to meet the off-street 
parking requirements of related accessory uses provided that the normal hours 
of operation of the accessory uses do not overlap with the normal hours of 
operation of the principal use. 

 
K. Setback Requirements – Parking areas and other paved areas such as drive-

through aisles shall be set back as follows: 
 

1. In Residential Districts, and for single-family and two-family dwellings in any 
other district, no parking area shall be located within two (2) feet of a lot line, 
excluding nonresidential uses. 

 
2. For multi-family dwellings, no parking area shall be located within twenty 

(20) feet of a street right-of-way.  Where parking spaces are oriented toward 
the street right-of-way, the parking area shall be set back an additional five (5) 
feet from the street right-of-way. No parking area shall be located within ten 
(10) feet of a side property line or fifteen (15) feet of a rear property line; 
provided, however, that no parking area shall be located within the required 
side or rear yard area when the side upon which the parking area is located 
directly abuts in whole or part a residential district.   

 
3. No parking area for a nonresidential use in any residential district shall be 

located within thirty (30) feet of any street right-of-way.  Where parking 
spaces are oriented toward the street right-of-way, the parking area shall be set 
back an additional five (5) feet from the street right-of-way.  No parking area 
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shall be located within ten (10) feet of a side property line or fifteen (15) feet 
of a rear property line; provided, however, that no parking area shall be 
located within the required side or rear yard area when the side upon which 
the parking area is located directly abuts in whole or part a residential district.   

 
4. In commercial and industrial districts, no parking area shall be located within 

fifteen (15) feet of a “local” street right-of-way.  In commercial and industrial 
districts, no parking area shall be located within twenty (20) feet of a 
“collector” or “arterial” street right-of-way.   Where parking spaces are 
oriented toward the local, collector, or arterial street right-of-way, the parking 
area shall be set back an additional five (5) feet from the street right-of-way.  
No parking area shall be located within ten (10) feet of a side property line or 
fifteen (15) feet of a rear property line; provided, however, that no parking 
area shall be located within the required side or rear yard area when the side 
upon which the parking area is located directly abuts in whole or part a 
residential district.   

 
L. Drainage – 
 

1. Off-street parking facilities shall be drained to eliminate ponding water and 
prevent damage to abutting property and/or public streets and alleys. 

 
2. Off-street parking areas should be graded and drained as to dispose of all 

surface water accumulation within the parking area.  All required off-street 
parking areas shall be so designed that surface water will not drain over any 
sidewalk.   

 
3. No surface water from such parking area shall be permitted to drain onto 

adjoining public or private property without adequate drainage precaution 
being taken by the developer to manage stormwater flows off-premise.  The 
applicant shall provide written proof of permission granted by adjoining 
property owner to drain stormwater across an adjoining parcel or right-of-
way. 

 
4. Off-street parking areas should be designed and improved with grades not to 

exceed a 6% slope.  Parking area surfaces should have a minimum slope of 
0.6% with a preferred minimum of 2%.   

 
5. Driveways are not recommended to exceed an 8% slope.  Driveways shall be 

graded and drained to dispose of surface water to the street or public 
designated stormwater drainage facilities. 

 
M. Deferred Construction of Parking Spaces – A portion of the parking area 

required for office development may remain unimproved until such time as the 
Planning Commission deems that it must be improved to adequately serve the 
parking demand.  Such delayed construction of parking may be permitted only 
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after the Planning Commission is satisfied that the initial occupancy of the 
premises will be adequately served by the lesser number of spaces and only after 
approval of a final development plan clearly indicating the location, pattern and 
circulation to and from the deferred parking spaces.  The land area so delineated 
for future parking shall be brought to finished grade and landscaped, and shall not 
be used for building, storage, loading or other purposes. 

 
 
 
 
N. Parking Areas for Single and Two-Family Dwellings -- 
 

1. No driveway serving single or two-family dwelling shall be located within 
two (2) feet of an adjoining lot line except for a driveway serving two (2) 
properties (i.e., shared driveway configuration). 

2. All passenger cars shall be parked on paved driveways or parking areas 
relating to the garage or carport unless otherwise authorized by the Planning 
Commission.  In areas where there are no garages or carports, passenger cars 
and motor vehicles may be parked on paved driveways constructed 
perpendicular to the street.  No parking shall be allowed in that portion of the 
street right-of-way not used for traffic movement, i.e., between the curb and 
the sidewalk, and between the curb and the front lot line. 

 
O. Use of Parking Areas – Parking areas and driveways shall only be used for 

parking vehicles.  The storage of equipment, merchandise, and other goods and 
materials on parking spaces and driveways is not permitted.  The placement of 
portable buildings, accessory structures and other buildings and structures in 
parking areas and driveways is not permitted. 

 
P. Off-Street Parking Schedule -- 
 

1. Parking requirements shall be as indicated in Table V-4 below. 
 

Table V-4 
Off-Street Parking Schedule 

 
Land Uses Key Land Uses Key 

Single-family dwellings H Funeral Home B & E 
Two-family dwellings H Taverns or clubs serving alcoholic 

beverages 
B & E 

Multi-family dwellings I Elementary and Middle Schools 
(Public or Private) 

G 

Commercial buildings not specifically 
listed below 

M High Schools (public or private) G & N 

Industrial buildings not specifically 
listed below 

J Colleges, universities, professional 
schools and junior colleges (public or 
private) 

 
G & P 

Office buildings K Shopping Centers L 
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Restaurants and cafeterias B & E Convenience grocery stores A & M 
Churches, assembly halls, theaters, 
athletic fields and other places of 
assembly 

E (not to 
exceed D) 

Mini-storage warehouse complexes B & O 
(minimum of 

3 total) 
Libraries B & J Assembly halls without fixed seating Q 
Hotels, motels, and similar boarding 
facilities 

B & C Gymnasiums Q 

Hospitals, nursing or convalescent 
homes or congregate care facilities 

 
F & G 

  

    
    
    

 
 

Key 
 

A One (1) space for each employee. 
B One (1) space for each two (2) employees on the largest shift 
C One (1) space for each guest room or each two (2) guest beds 
D One (1) space for each two (2) seats or building capacity calculated by building standards 
E One (1) space for each four (4) seats or building capacity calculated by building standards 
F One (1) space for each four (4) beds 
G One (1) space for each staff member (including visiting physicians) 
H Two (2) spaces for each dwelling unit 
I One and one-half (1.5) spaces for each studio or efficiency apartment; one and three-quarter (1.75) 

spaces for each one (1) and two (2) bedroom apartment; and two (2) spaces for each apartment having 
more than two (2) bedrooms 

J Two and one-half (2.5) spaces for each one thousand (1,000) square feet of gross floor area, or portion 
thereof for buildings less than twenty-five thousand (25,000) square feet of floor area. For buildings over 
twenty-five thousand one (25,001) square feet of floor area devoted to office uses plus one (1) space for 
each one thousand (1,000) square feet of other floor area. 

K Four (4) spaces for each one thousand (1,000) square feet of gross leasable floor area, or portion thereof 
L Five (5) spaces per one thousand (1,000) square feet of gross area for centers over two hundred fifty 

thousand and one (250,001) square feet 
L Four and one-half (4.5) spaces per one thousand (1,000) square feet of gross area for centers having 

between one hundred thousand and one (100,001) and two hundred fifty thousand (250,000) square feet 
L Four spaces per one thousand (1,000) square feet of gross area for centers having twenty five thousand 

(25,000) to one hundred thousand (100,000) square feet 
M Four (4) spaces per one thousand (1,000) square feet of gross area 
N One (1) space per four students 
O Two (2) spaces 
P One (1) space per two (2) students 
Q As determined by the Planning Commission 
  

 
2. Except for those types of land uses specifically listed above in Table V-4, 

parking spaces will be provided on the basis of one (1) space for every two 
hundred (200) square feet of building floor area to which the public has 
access. 

 
3. Where conference centers, assembly halls, or similar places of assembly are 

built in conjunction with a hotel, office park or shopping center, the Planning 
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Commission may permit up to a thirty-five percent (35%) parking space 
reduction for each of the uses listed below when built in conjunction with the 
uses listed in Table V-4 above, due to overlapping usage of a portion of the 
parking spaces.  Request for such shared parking must be received as part of a 
preliminary development plan.  The request shall outline the justification in 
reducing the number of parking spaces.  In addition, a change in use to a use 
other than those listed in Table V-4 above shall conform to City parking 
standards. 

 
4. Whenever a theater is located in a shopping center that has more than two 

hundred thousand (200,000) square feet of gross floor area, the number of 
parking spaces required for the theater may be reduced by twenty-five (25) 
percent, provided that a joint parking agreement for the joint use of all parking 
within the shopping center is provided to the City.  The agreement shall be 
recorded with the Register of Deeds and a copy submitted with the application 
for a building permit. 

 
5. Non-Conforming Parking – Where automobile parking space is provided and 

maintained in connection with a main building or use at the time this 
ordinance becomes effective and is insufficient to meet the requirements for 
the use with which it is associated, or where no such parking has been 
provided, then said building or structure may be enlarged or extended only if 
automobile parking spaces are provided for said enlargement, extension or 
addition, to the standards set forth in Table V-4.  No existing parking may be 
counted as meeting this requirement unless it exceeds the requirements for the 
original building and then only that excess portion may be counted. 

 
6. Any conforming commercial property which provides sufficient parking 

spaces to supply at least fifty percent (50%) of the requirement for the 
property and which is destroyed by fire, flood or act of God, may be restored 
to its original use and building outline, provided the floor area is not 
increased, without conforming to the parking requirements of this Ordinance. 

 
7. Additional Facilities:  Whenever on any lot or in any building there is a 

change in use, or an increase in floor area, or other unit of measurement herein 
specified for the determination of required off-street parking spaces, 
additional off-street facilities shall be provided on the basis of the increase; 
however, in the case that such change creates a need for an increase in off-
street parking spaces of less than ten percent. (10%) of the parking spaces 
previously required, no additional parking facilities shall be required. 

 
8. Seating Capacity or Seats:  When benches, pews, or other seating 

arrangements are provided in a place of assembly, 24 inches of such seating 
facilities shall be counted as one (1) seat, except that where specifications and 
plans filed with the City specify a certain seating capacity, this capacity shall 
be used as the basis for required parking space. 
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9. Computation:  When determination of the number of off-street parking spaces 

required by this Ordinance results in a requirement of a fractional space, this 
shall be counted as one (1) parking space. 
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SECTION 2 – OFF-STREET LOADING REQUIREMENTS  
 
A. Off-Street Loading Schedule --  On the same premises with every building, 

structure, or part thereof, erected or occupied for storage, warehouse goods, 
display, a department store, a wholesale store, a market, a hotel, a hospital, a 
mortuary, a laundry, a dry cleaning establishment, or other similar use involving 
the receipt or distribution of vehicles or materials or merchandise, there shall be 
provided and maintained on the lot adequate space for standing, loading, and 
unloading services adjacent to the opening used for loading and unloading in 
order to avoid undue interference with public use of the streets and driveways 
service said building or structure. 

 
1. All such loading and unloading areas, including all access drives, shall be 

paved and shall be in addition to the required off-street parking area 
requirements. 

 
2. Such loading and unloading space, unless otherwise adequately provided for, 

shall be an area ten (10) feet by forty (40) feet with a fourteen (14) foot height 
clearance and shall be provided according to the following table: 

 
Table V-4 

Minimum Off-Street Loading and Unloading Requirements 
 

  Gross Floor Area  Loading and Unloading Space Required 
  in Square Feet  Per Square Feet of Usable Floor Area 
 
  Under 5,000    None 
  5,001 to 20,000  One (1) 
  20,001 to 100,000  One (1) plus one (1) for each 20,000 square 
       feet of floor area over 20,001 square feet 
  100,001 or more  Five (5) plus one (1) for each 50,000 square 
       feet of floor area over 100,001 square feet 
 

3. No loading space may be on any street frontage and provision for handling all 
freight shall be on those sides of any building which do not face on any street 
or proposed street, except where such areas are obscured, from such street, 
with a solid masonry wall not less than six (6) feet in height. 
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SECTION 3 – DRIVE-IN AND DRIVE THROUGH STACKING DIS TANCE 
    REQUIREMENTS 
 
A. Drive-in and Drive-Through Stacking Distance Requirements  
 

1. Drive-in and drive-through restaurant facilities shall provide a minimum 
stacking distance of one hundred sixty (160) feet, of which eighty (80) feet 
shall be provided to the menu board, exclusive of any aisle or parking space. 

2. Minimum pavement lane width shall be twelve (12) feet.  All other drive-in 
and drive-through facilities shall conform to Table V-5 below.  The following 
requirements shall be followed in determining minimum stacking length: 

 
 

Table V-5 
Drive-In and Drive-Through Stacking Distance Requirements 

 
 

Type of Operation Minimum Number of Vehicle Spaces 
Financial Institution w/ drive-up teller 4 vehicles per window or kiosk 
Financial Institution w/ drive-up ATM 2 vehicles per window or kiosk 
Carwash – Self Service, Automatic 3 vehicles per bay at entrance plus 1 

vehicle per bay at exit 
Fast Food Restaurant 4 vehicle lengths behind menu board; 4 

vehicle lengths behind first window 
Photo Processing 2 vehicles per window 
Dry Cleaning – Pick up Window 3 vehicles per window 
Gas Station/Convenience Center 
vending gasoline products 

2 vehicles per pump 

Gated parking lot entrance 1 vehicle per gate 
  
  
  

 
 

3. These minimum vehicle stacking requirements shall remain in force, unless 
the developer or applicant can present a traffic study from a professional 
traffic engineer which provides verifiable evidence to allow the reduction of 
these minimum stacking lengths.  Deviations from these stacking lengths must 
be approved by the City Engineer. 

 
 
 
 


